HOOD INFORMATION

X EXHAUST PLENUM SUPPLY PLENUM HOOD CONFIG. SWITCHES
o MODEL LENGTH [COOKING| TOTAL RISERLS) TOTAL RISER(S coneTRUCTION | END TO | gy, QUANTITY | LOCATION
: TEMP. |EXH. CFM| WIDTH |LENG.| DIA. | cFM | S.P.  |SUP. CFM| WIDTH | LENG. | DIA. | CFM | s.P. END
3044 4' 4,00 8” 8” 800 | —0.376" 304 SS FRONT
1 450 Deg.| 800 0 ALONE | ALoNE | ! FAI RIGHT
BD—-2 100% FACE
3044 41 4.001’ 8” 8” 800 _0.376” 304 SS 1 FAN FRONT
2 450 Deg| 800 0 ALONE | ALonE | T AR RIGHT
BD—-2 100% FACE
HOOD INFORMATION
FILTER(S) LIGHT(S) UTILTY CABINET(S) =2 | 1oop
HOOD WRE FIRE SYSTEM ELECTRICAL SWITCHES IS AT
NO. TYPE QTY.|HEIGHT | LENGTH |QTY. TYPE GUARD| FOCATION | 1ypp SIZE MODEL # QUANTITY | LOCATION | PIPING | WGHT
1 SS Baffle with Handles |—=—t—8 | 16" | o | |ncandescent Light Fixt | NO No | 199
1| 16 20 LBS
2 SS Baffle with Handles |—=—t—8 | 16" | o | |ncandescent Light Fixt | NO Nno | 199
1| 16 20 LBS
HOOD OPTIONS
HOOD
oo | OPTION
1 |FIELD WRAPPER 24.00" High  Front, Left, Right
BACKSPLASH  60.00" High X 54.00° Long 304 SS
LEFT END STANDOFF(FIN/SLP) 1" Wide Insulated
RIGHT END STANDOFF(FIN/SLP) 1” Wide Insulated
RIGHT QUARTER END PANEL 20" Top Width, 0” Bottom Width, 20" High 304 SS
LEFT QUARTER END PANEL 20" Top Width, 0" Bottom Width, 20" High 304 SS
INSULATION FOR BACK OF HOOD
2 |FIELD WRAPPER 24.00° High  Front, Left, Right
BACKSPLASH  60.00" High X 54.00° Long 304 SS
LEFT END STANDOFF(FIN/SLP) 1" Wide Insulated
RIGHT END STANDOFF(FIN/SLP) 1° Wide Insulated
RIGHT QUARTER END PANEL 20" Top Width, 0" Bottom Width, 20" High 304 SS
LEFT QUARTER END PANEL 20" Top Width, 0" Bottom Width, 20" High 304 SS
INSULATION FOR BACK OF HOOD
1” LAYER OF INSULATION 1” LAYER OF INSULATION 1” LAYER OF INSULATION
FACTORY INSTALLED IN FACTORY INSTALLED IN FACTORY INSTALLED IN
1.00” END STANDOFF MEETS 1.00” END STANDOFF MEETS 1.00” END STANDOFF MEETS
0” REQUIREMENTS CLEARANCE 0” REQUIREMENTS CLEARANCE 0” REQUIREMENTS CLEARANCE
TO COMBUSTIBLE SURFACES. TO COMBUSTIBLE SURFACES. TO COMBUSTIBLE SURFACES.
3 8,, 3" 8"
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U.L. Listed Incandescent Light
Fixture—High Temp Assembly
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U.L. Listed Incandescent Light
Fixture—High Temp Assembly
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4’ 4.00” LONG 3044BD—2

1" LAYER OF INSULATION
FACTORY INSTALLED IN

1.00” END STANDOFF MEETS
0" REQUIREMENTS CLEARANCE
TO COMBUSTIBLE SURFACES.

EXHAUST RISER \

16” SS BAFFLE WITH

HANDLES AND HOOK \

1” LAYER OF INSULATION FACTORY
INSTALLED IN 3" INTERNAL STANDOFF.
MEETS O INCH REQUIREMENTS FOR
CLEARANCE TO COMBUSTIBLE SURFACES.

IT IS THE RESPONSIBILITY

OF THE ARCHITECT/OWNER TO
ENSURE THAT THE HOOD CLEARANCE
FROM LIMITED—COMBUSTIBLE

AND COMBUSTIBLE MATERIALS

IS IN COMPLIANCE WITH

LOCAL CODE REQUIREMENTS.

GREASE DRAIN ?

WITH REMOVABLE CUP

FIELD INSTALLED
QUARTER END PANELS

30’)

INCANDESCENT LIGHT FIXTURE—HIGH TEMP
ASSEMBLY, INCLUDES CLEAR THERMAL AND
SHOCK RESISTANT GLOBE (L55 FIXTURE)

FIELD WRAPPER 24.00” HIGH
(SEE HOOD OPTIONS TABLE)
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SECTION VIEW — MODEL 3044BD—2
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