WOOD TRUSS - REFER TO
STRUCTURAL \

LVL BLOCKING @ 48" O.C. NOTCH
12" FOR VENTING - REFER TO
STRUCTURAL AND 5/A600 FOR
MORE INFORMATION

ALUMINUM SOFFIT ON WD.
BLOCKING AS REQUIRED

12" UNFACED BATT INSULATION
A

1 LAYER OF 5/8" GYP. BD. ON

1/2" RESILENT CHANNEL
(REFER TO 12/A000)
TO

STRUCTURAL

CEILING - REFER TO ROOM FINISH
SCHEDULE AND RCP FOR HEIGHT,
MATERAILS AND LOCATIONS

WINDOW SILL - REFER TO —

ROOM FINISH SCHEDULE

—

ASPHALT SHINGLES
15 LBS BUILDING PAPER
5/8" ROOF SHEATHING

SELF-ADHERED BITUMINOUS SHEET
UNDERLAYMENT MIN. 36" BACK FROM
EXTERIOR WALL FACE

~ CONT. METAL DRIP EDGE
6" FIBER CEMENT TRIM - REFER

TO EXT. ELEVATIONS

BRGING HEIGHT . ¢_
ELEV. 110-6"

3" FIBER CEMENT TRIM - REFER
TO EXT. ELEVATIONS

12" FIBER CEMENT TRIM - REFER

TO EXT. ELEVATIONS

1 ALUMINUM 'Z' FLASHING
W WINDOW HEADER - REFER TO

STRUCTURAL

8" FIBER CEMENT TRIM - REFER
TO EXT. ELEVATIONS

=

6" UNFACED BATT INSULATION

UPLIFT ANCHOR - REFER TO
STRUCTURAL FOR LOCATIONS OF N

SHEAR WALLS AND DETAILS

BASE - REFER TO ROOM
FINISH SCHEDULE N

4" CONC. SLAB ON VAPOR ———

BARRIER ON COMPACTED
GRANULAR FILL - REFER TO
STRUCTURAL

1

WINDOW HEAD ¢
ELEV. 107'-0"

ALUM. CLAD WD
CASEMENT WINDOW

WINDOWSILL
ELEV. 104-7"

—

4" FIBER CEMENT TRIM - REFER

TO EXT. ELEVATIONS

— TYP. EXT. WALL CONSTRUCTION:

FIBER CEMENT SIDING ON
BUILDING WRAP ON

1/2" PLYWOOD (NOT OSB) ON
2 X 6 WOOD FRAMING @ 24" 0.C. ON
| VAPOR RETARDER ON

™
(48]

5/8" GYP. BD (TYPE X)

| _FIRSTFLOOR ¢
ELEV. 1000"

———\

1/2" EXP. JT FILLER W/ SEALANT

REINF. FOUNDATION WALL -

REFER TO STRUCTURAL
2" PERIMETER INSULATION

REINF. FOOTING - REFER TO
STRUCTURAL

TOPOFFOOTING ¢_
ELEV. 97-0" (REFER TO STRUCT)

WALL SECTION

SCALE: 3/4"=1'-0"

EXTEND FLASHING 4" MIN.

UP WALL & ONTO ROOF
ASPHALT SHINGLES

15 LBS BUILDING PAPER=
EXTEND 4" MIN. UP WALL

5/8" ROOF SHEATHING

ROOF HATCH - REFER TO
SPECIFCATION

SAFETY POST ATTACHED
TO LADDER - REFER TO
SPECIFCATION

1 LAYER OF 5/8" GYP. BD. ON
1/2" RESILENT CHANNEL
(REFER TO 12/A000)

12" UNFACED BATT INSULATION
ON VAPOR BARRIER

WOOD TRUSS - REFER TO
STRUCTURAL

FIXED LADDER - REFER TO
SPECIFCATION

1/2" PLYWOOD ON VAPOR
BARRIER ON WOOD TRUSS

1 HR. RATED SHAFT WALL ASSEMBLY -
UL DESIGN NO. U415 SYSTEMA -
REFER TO PARTITION TYPE 10

1 LAYER OF 5/8" GYP. BD. ON
1/2" RESILENT CHANNEL
(REFER TO 12/A000)

5/8" GYPSUM BOARD ON 2x4 WD.
FRAMING W/ 2x4 BLOCKING AS
REQUIRED FOR LADDER - REFER TQ

FLUID APPLIED LIQUID LATEX
WATERPROOF RUBBER FLOORING

MEMBRANE, BLUE SEAL BY HENRY OR
EQUIVALENT

t~CONCRETE ON 3/4"
SHEATHING - REFER TO STRUCTURAL

ATTIC FINISH FLR.
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1/2* 1/81,

31/8"

==

ELEV. 113-8"

e

LVL BEAM BEYOND - REFER TO

(2) LAYERS OF GYP. BD.

STEEL BEAM - REFER TO
STRUCTURAL

STEEL COLUMN - REFER TO

T STRUCTURAL
I

5/8" GYP. BD. ON WD. FRAMING

CEILING - REFER TO ROOM FINISH
SCHEDULE AND RCP FOR HEIGHT,
MATERAILS AND LOCATIONS

LED LIGHT FIXTURE - REFER TO
ELECTRICAL SHEETS FOR
SPECIFICATIONS

3/4" WD. TRIM TO BE PAINTED
IPS-6

2X4WD. TRIM TO BE
PAINTED IPS-6

NOTE: REFER TO A730 FOR MORE
INFORMATION ON INTERIOR
COLUMN ENCLOSURE

MDF ENCLOSURE TO BE
PAINTED IPS-7

2X4 WD. TRIM TO BE
PAINTED IPS-6

LEDGE STONE (LST-1) - REFER
TO ROOM FINISH SCHEDULE

2X4 WD. TRIM TO BE
PAINTED IPS-6

4" CONC. SLAB ON VAPOR BARRIER
ON COMPACTED GRANULARFILL -
REFER TO STRUCTURAL

FIRSTFLOOR ¢_
ELEV. 100-0"

2

WALL SECTION

TOP OF FOOTING ELEV. ¢_
99'-4" (REFER TO STRUCT/)

REINF. FOOTING BEYOND-
REFER TO STRUCTURAL

SCALE: 3/4"=1-0"

()

ASPHALT SHINGLES
15 LBS BUILDING PAPER
5/8" ROOF SHEATHING

WOOD TRUSS - REFER TO
STRUCTURAL

5/8" ROOF SHEATHING

12" UNFACED BATT INSULATION
ON VAPOR BARRIER

BRGING HEIGHT

ADD (1) LAYER OF 5/8" GYP.
BD TO WALL PARTITION,
DAY/DINING ROOM SIDE. TO
BE FLUSH WITH GYP. BD.
ENCASED LVL HEADER

=

I

C—

1 LAYER OF 5/8" GYP. BD. ON
1/2" RESILENT CHANNEL

(2) LAYERS OF 5/8" GYP. BD.

CEILING - REFER TO ROOM FINISH
SCHEDULE AND RCP FOR HEIGHT,
MATERAILS AND LOCATIONS

LVL HEADER - REFER TO
STRUCTURAL

INTERIOR WINDOW - REFER TO
DOOR SCHEDULE

LVL SILL - REFER TO
STRUCTURAL

BASE - REFER TO ROOM
FINISH SCHEDULE

4" CONC. SLAB ON VAPOR BARRIER
ON COMPACTED GRANULARFILL -
REFER TO STRUCTURAL

WALL SECTION

FIRSTFLOOR ¢
ELEV. 100-0"

THICKENED SLAB - REFER TO
STRUCTURAL

FOOTING BEYOND - REFER TO
STRUCTURAL

3 SCALE: 3/4"=1-0"

- 1 LAYER OF 5/8" GYP. BD. ON

WOOD TRUSS - REFER TO
STRUCTURAL \
LVL BLOCKING @ 48" 0.C. NOTCH
12" FOR VENTING - REFER TO

STRUCTURAL AND 5/A600 FOR
MORE INFORMATION

ALUMINUM SOFFIT ON WD.
BLOCKING AS REQUIRED

12" UNFACED BATT INSULATION
ONYAPOR BARR

1/2" RESILENT CHANNEL
REEER TO 12/A000)

TRUSS ANCHOR - REFER TO
STRUCTURAL

CEILING - REFER TO ROOM FINISH
SCHEDULE AND RCP FOR HEIGHT,
MATERAILS AND LOCATIONS

ASPHALT SHINGLES
15 LBS BUILDING PAPER
5/8" ROOF SHEATHING

SELF-ADHERED BITUMINOUS SHEET
UNDERLAYMENT MIN. 36" BACK FROM
EXTERIOR WALL FACE

CONT. METAL DRIP EDGE
6" FIBER CEMENT TRIM - REFER

TO EXT. ELEVATIONS

BRGING HEIGHT . 45_

ELEV. 110'-6"

3" FIBER CEMENT TRIM - REFER
TO EXT. ELEVATIONS

12" FIBER CEMENT TRIM - REFER

TO EXT. ELEVATIONS

FIBER CEMENT SIDING - REFER TO

ELEVATIONS FOR TYPE

BUILDING WRAP

1/2" PLYWOOD (NOT OSB)

2 X6 WOOD FRAMING @ 24" O.C.

WASHING MACHINE BY OWNER
6" UNFACED BATT INSULATION

VAPOR RETARDER

5/8" GYP. BD. (TYPE X)
6" UNFACED BATT INSULATION

AN

/ <A710)

UPLIFT ANCHOR - REFER TO
STRUCTURAL FOR LOCATIONS OF
SHEAR WALLS AND DETAILS

BASE - REFER TO ROOM
FINISH SCHEDULE

ISOLATION PAD UNDER WASHING
MACHINES ON VAPOR BARRIER
ON COMPACTED GRANULAR FILL
- REFER TO STRUCTURAL

ALUMINUM 'Z' FLASHING

4" FIBER CEMENT TRIM - REFER
TO EXT. ELEVATIONS

/ S
]

- — | _FIRSTFLOOR ¢_
S0 B ELEV. 100'-0"
4 <-1". © A ‘v 4
— e T fe_ g4 e
R T (T T— T T =TT T T T—
4 Y P _’ | ‘_| | ‘_ | 1/2" EXP. JT FILLER W/ SEALANT
4 : A . — —_— — —

Tl

REINF. FOUNDATION WALL -

‘ml I |.|—.| [ T—

. [T

REFER TO STRUCTURAL
2" PERIMETER INSULATION

REINF. FOOTING - REFER TO
STRUCTURAL

_— _ I_
N _ 4

3

—‘ ‘ ‘—‘ ‘ oo —
I ||’_ o -
T =1

TOPOFFOOTING
ELEV. 97'-0" (REFER TO STRUCT) ¢

WALL SECTION

4 SCALE: 3/4"=1-0"

THE COTTAGE at THORNAPPLE
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