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EXISTING SECOND FLOOR
CONSTRUCTION

FILL VOIDS WITH SOUND BATT
INSULATION AND FIRE SEAL

(TYPICAL)

¢ BOTTOM OF EXISTING DECK
EL =% 1151"
—— EXISTING W24x94 STEEL BEAM

- EXISTING STEEL JOIST

FILL VOIDS WITH SOUND BATT
INSULATION AND FIRE SEAL

(TYPICAL)

" CONTINUOUS 4"x3"x1/4" STEEL
ANGLES (LLV), WELDED TO EXISTING
STEEL BEAM

- EXTEND CERAMIC TILE ABOVE
CEILING LINE

4¢ BOTTOM OF NEW CEILING
EL =+ 109'4"

- LAY=IN ACOUSTICAL CEILING TILE
AND METAL TEE GRID

/"17\ PARTIAL WALL SECTION AT NEW WALL

w SCALE : 3/4" = 10"

DRAWN BY: PROJECT NO.:
WAKELY ASSOCIATES, INC./ Addendum No. 1 JSM 131480
ARCHITECTS Warren Woods Public Schools  [#rrovener. REFERENGE SHEET,
WiV/[o) et Tower High School Rs A0
Egé%gaga;ign%gg POHI Toilet Renovations — pp—
SCALE: AS NOTED MAY 28, 2013 | A01-SK-4




